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GENERAL INFORMATION 

EPD OWNER 
Company Name Ceramiche CCV Castelvetro  

Registered office Strada Statale 569 n. 173, 41014, Solignano Nuovo 
(MO) Italy 

Contact for information on EPD andrea.nieddu@castelvetro.it 
 

PROGRAM OPERATOR 
EPDItaly Via Gaetano De Castillia n° 10 - 20124 Milan, Italy 
 
 

EPD INFORMATION 
Product Name(s) CCV 9.0 -10.0 mm Line 

Site(s) Strada Statale 569 n. 173, 41014, Solignano Nuovo 
(MO) Italy 

Brief description and technical information of the 
product/s 

Ceramic Tiles produced starting from natural raw 

materials such as clays , feldspars and sands , mixed 

and atomized In the site productive . The category of 

material product is part of BIa with absorption of 

water less than 0.5%. 
Scope of application of the product/s Ceramic tiles The subject of this study is intended to 

be applied to both floors that to coverings and to be 

Installed is within That outside in scope residential , 

non- residential and commercial . 
Product reference standards (if any)  

CPC Code (number) 
https://unstats.un.org/unsd/classifications/Econ 

37370 

 
 

VERIFICATION INFORMATION 
PCR (title, version, publication or update date) EN 15804:2012+A2:2019 is the reference framework 

for PCRs . 

PCR ICMQ-001/15 rev3.1 12.11.2024 
EPDItaly Regulation (version, publication or 
update date) 

EPDItaly Program General Instructions Document v.6 

LCA Project Report Background report for LCA tool for Confindustria 

Ceramica – 27/11/2023 
Statement Independent Verification Independent verification of the declaration and data 

carried out according to ISO 14025:2010. 

 Internal External 
Third party verification performed by: ICMQ SpA, via 
Gaetano De Castillia n° 10 - 20124 Milan, Italy. 
Accredited by Accredia. 

Comparability Statement Environmental claims published within the same 
product category, but from different programmes, 
may not be comparable. 
In particular, EPDs of construction products may not 
be comparable if they do not comply with EN 
15804:2012+A2:2019. 

http://www.epditaly.it/
https://unstats.un.org/unsd/classifications/Econ


 

 

 
 
 

Responsibility Statement Ceramiche CCV Castelvetro exonerates EPDItaly 
from any non-compliance with environmental 
legislation. The holder of the declaration will be 
responsible for the supporting information and 
evidence. 
EPDItaly declines any responsibility regarding the 
information, data and results provided by the EPD 
Owner for the life cycle assessment. 

 
 

MORE INFORMATION 
 

TECHNICAL SUPPORT 

Sphera https://www.sphera.com 
 

 

1. THE COMPANY 
 

 

Ceramiche CCV Castelvetro was founded in 1973 under the entrepreneurial drive of the Guazzi 
family. Over the years it has developed a concept of tile production aimed at modernity, aesthetics and 
the transversal use of its product. 

Located in Solignano di Castelvetro (MO), at the entrance to the Terre dei Castelli, it has contributed 
over the years to the development of the industry in the area between the lower Tuscan-Emilian 
Apennines and the most famous motorway arteries that connect the Piastrella Valley with the main 
accesses to foreign countries and southern Italy (Autostrada del Brennero , Autocamionale from the 
Cisa , A1 Milan-Naples motorway, etc ...). 

 

Over the years, Ceramiche Castelvetro has equipped itself with adequate tools to face the numerous 
challenges that the market and globalization require to be addressed. This EPD is an example of this 
as a litmus test of the activities implemented by the company to address the issues of environmental 
sustainability, demonstrating that it is possible to do business also with an eye to issues so dear to the 
new generations. 

https://www.sphera.com/


 

 

 
 
 

 

 

The products of Ceramiche CCV Castelvetro comply with the following standards 

 

 

 

 

                                               
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

2. GOAL AND SCOPE OF EPD 
The entire life cycle of the product is considered (Type of EPD: cradle to grave) and the modules described below are 

declared in this EPD: 

 



 

 

 
 
 

Modules A1-A3 include those processes that provide energy and 

material input for the system (A1), transport up to the factory gate 

of the plant (A2), manufacturing processes as well as waste 

processing (A3). ENERGY CONSUMPTION EMISSION FACTORS (A1-

A3) The emission factors (version DB 2023.2) of the datasets used 

to calculate the impact of energy consumption in the production 

phase (A1-A3) for the Climate Change – Total indicator, have been 

attached to the Project short report. For data confidentiality 

reasons, the emission factors used in the study cannot be made 

public as stipulated in point 5.3 of the “Terms & Conditions” of 

Sphera 

 

Module A4 includes the transport from the production site to the 

customer or to the point of installation of the tiles. 

 

Module A5 considers all tile installation steps (like adhesives 

consumption) also packaging waste processing (recycling, 

incineration, disposal). Credits from energy substitution are 

declared in module D. During this phase a ceramic material loss of 

6.5% has been considered. 

 

Module B2 includes the cleaning of the tiles. Provision of water, 

cleaning agent for the cleaning of the tiles, incl. waste water 

treatment are considered. 

 

Module C1 concerns the process of demolition and de-construction 

of the tiles from the building. It is not considered relevant for the 

environmental impacts. 

 

Module C2 considers transportation of the discarded tile to a 

recycling or disposal process. 

 

Module C3 considers every process (collection, crushing process 

etc.) properly for recycling the tiles. 

 

Module C4 includes all the landfill disposal processes, including 

pre-treatment and management of the disposal site. 

 

Module D includes benefits from all net flows in the end-of-life 

stage that leave the product boundary system after having passed 

the end-of-waste stage. Loads from packaging incineration (A5) 

and resulting energy credits (electricity and thermal energy) are 

declared within module D.

 

PRODUCT STAGE 

CONSTRUCTION 

PROCESS 

INTERNSHIP 

USE STAGE END OF LIFE STAGE 

BENEFITS AND LOADS 

BEYOND THE SYSTEM 

BOUNDARIES 
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A1 A2 A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

X X X X X X X X X X X X X X X X X 

MND: MODULE NOT DECLARED 

 

EPD TYPE:  

The type of EPD is an EPD for the product “Porcelain stoneware surfaces - tile and slab” produced in 

Ceramiche CCV Castelvetro located in Solignano di Castelvetro (MO). All data refer to the 2023 production 

and sales. 

According to the PCR ICMQ-001/15 rev. 3 the LCA study and the related EPD, is “cradle to grave”. Modules 

included are A1, A2, A3, A4, A5, B1-B7, C1, C2, C3, C4 and D. All manufacturing activities and 

packaging/auxiliary's production are in module A3, while energy production and input materials are in A1. 

Transport to clients (A4) and installation (A5) are included together with end-of-life scenarios (benefits 

and loads included according to D module). 

 

GEOGRAPHICAL VALIDITY: 

Performance was calculated with reference to the company sites. The reference market is Global 

 

DATABASE: Managed LCA Content ( GaBi Database) (version 2023.2) 

 

SOFTWARE: LCA for Expert ( GaBi ) (version 10.7) 
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3. DETAILED PRODUCT DESCRIPTION 
 

MANUFACTURING PROCESS DESCRIPTION: 

the tiles produced by Ceramiche Castelvetro are made starting from raw materials of natural origin such 

as clay, feldspar, and sand, mixed and atomized internally at the production site. The category of the 

material produced is part of the B1a group. Porcelain stoneware with water absorption ≤ 0.5%. 

 

Entry, storage and mixing: 
The raw materials are stored in piles under external shelters prepared for this purpose and inside a 
dedicated shed. Mixing and preparation of the dough are carried out by means of automatic control 
weighing. 
Preparation of the atomized product: 
The preparation of the mixture occurs through wet grinding with continuous mills. The resulting slip is then 
dried through an atomization process that serves to give the particles obtained the dimensional and 
humidity characteristics required by production standards. 
Pressing and drying: 
The mixture thus prepared is transported via belts to the hoppers in the press department where the 
product is shaped and dried. 
 
Enamel Preparation and Enamelling : 
Enamelling is done before firing by applying the enamels (slip and final finish) on the product using 
enamelling discs, airless nozzles, etc... 
The decoration is also applied with digital printing machines. 
The enamel used is a liquid suspension composed of various components (frits, kaolins , sands, etc.) 
prepared according to a pre-arranged recipe and diluted in water until reaching the desired density, 
reported on the product processing sheet. 
 
Cooking: 
Cooking is the last production process that involves a chemical transformation of the product. 
After enamelling , the product is fired at a maximum temperature of approximately 1200°C for a time in the 
oven that can last over 100 minutes (depending on the thickness we are dealing with here). 
There are 3 main phases within the cooking cycle: preheating, cooking, cooling. 
All 3 of these are fundamental phases that contribute to guaranteeing the chemical-physical characteristics 
required of a ceramic product. 
 
Cutting, grinding, selection and packaging: 
After cooking, the product is cut and ground according to commercial needs. 
The final phase of the process consists of the selection of the tiles, which takes place taking into account 
the dimensional, superficial and aesthetic characteristics of the product, separating the first choice from 
the tiles that show defects. In this phase the product is also boxed and packaged ready for shipping. 
Cardboard from recycled material is used for the boxes, plastic straps and caps for the packaging and wood 
for the support platforms. 
 
Shipping warehouse: 
The boxed and palletized material is stored in the finished product warehouse awaiting shipment. 
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HEALTH AND SAFETY OF WORKERS: 

 

Training and updates on workplace safety as prescribed by Legislative Decree 81/08 
First aid and fire prevention training and updates 
Specific courses for forklift drivers, confined spaces, use of PLE, PES and PAV 
 

ENVIRONMENTAL PROTECTION: 

Heat recovery, full LED lighting, smoke detection system, active cogeneration system. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

8 
 

 
 
 

 

Technical data : The products manufactured internally at the Ceramiche CCV Castelvetro production site all 
comply with the following technical specifications: 
 

Name Value Unit 

Shaping acc. to EN14411 UNI EN 14411 

ISO 13006 

App.G BIA 

Annex G BIA 

Small color differences acc. to ISO1045-16 NA NA 

Tactility acc to CEN/TS 15209 NA NA 

Surface quality acc. to ISO 10545-2 § 7 95% 100% 

Water absorption acc. to ISO 10545-3 ≤0.5% 0.3% 

Breaking Strength acc. to ISO 10545-4 ≥1300N 11000N 

Flexural strength acc. to ISO 10545-4 ≥35N/mm² >45N/mm² 

Resistance to deep abrasion – Unglazed tiles acc. To ISO 10545-6 Max 175mm³ 135mm ³ 

Resistance to surface wear – Glazed tiles acc. to ISO 10545-7 NA NA 

Coefficient of linear thermal expansion acc. to ISO 10545-8  

Test 
method 

available 

 
 

 

 

α ( 1)= 5.7X10 ˉ 

6°C ˉ 1 

 

α ( 2)= 5.8X10 ˉ 

6°C ˉ 1 

Thermal shock resistance acc. to ISO 10545-9 Test method 
available 

 

 

Resistant 

Crazing resistance acc. to ISO 10545-11, glazed tiles NA NA 

Frost resistance acc. to ISO 10545-12 Test method 
available 

 

 

Resistant 
 

Nonslip property (class A, B or C) acc. to. CEN/TS 16165 A+B+C A+B+C 

Bond strength /adhesion acc. to. EN 12004 NA NA 

Impact resistance acc. to ISO 10545-5 Test method 
available 

 

 
0.88 

 

Reaction to fire NO testing (CWT)   

Resistant 
 

Resistance to low concentrations of acids and alkalis acc. to ISO 10545-13 THERE THERE 

Resistance to household chemicals and swimming pool salts acc. to ISO 10545-13 TO TO 

Resistance to low and high concentrations of acids and alkalis acc. to ISO 10545-13 HA HA 

Resistance to staining acc. to ISO 10545-14 5 5 

Release of lead and cadmium – Glazed tiles acc. to ISO 10545-15 NA No. 

Moisture expansion acc. to ISO 10545-10 Test method 
available 

 

 

0.01 
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BASE MATERIALS / ANCILLARY MATERIALS: 
 

Main raw materials for ceramic tile: 
 

Clay 40-50% 

• Feldspar 30-35% 

• Sands 2-4% 

• Cooked / raw scraps 12-15% 

 

 

PRODUCT PROCESSING/INSTALLATION 

Tiles are fixed to the walls and floors surfaces using different materials and amounts, for example, 

dispersion and cementitious adhesives and mortars, sealants or liquid applied membranes. During the 

installation, no emissions occur and no health or environmental risks derive from ceramic tile 

installations. 

 

RELEVANT EFFECTS DURING USE 

Fire : In accordance with /EN 13501-1:2007+A1:2009/, ceramic tiles can be classified as fire resistance 

class A1 as they are non-flammable. 

Coating ceramic tiles in the event of fire has been shown to reduce the heat input on them and thus the 

risk of collapse. 

Water : Ceramic tiles are insoluble materials and do not react with water. 

 

ENVIRONMENT AND HEALTH DURING USE 

Ceramic is intrinsically inert, chemically stable and therefore, during the use stage, does not emit any 

pollutants or substances which are harmful to environment and health such as: VOCs and Radon. 

 

 

 

DECLARED UNIT and REFERENCE FLOW 

The unit declared is 1 m 2 ceramic tiles for covering walls and floors for 1 year. The mass of the surface 

considered is kg, while the thickness is 9.5 mm. 

 

Parameter Minimum value Maximum value Average value 

Thickness [mm] 9mm 10mm 9.5mm 

Weight [kg] 21.3 23.7 22.5 

 

 

REFERENCE SERVICE LIFE (RSL) 

The service life of tiles is typically more than 50 years (BNB 2011). Furthermore, according to the US 

Green Building Council, the useful life of tiles could be the same as the useful life of the building itself. 

Therefore, 60 years represents an alternative for tiles. The reported results consider the use of tiles for 1 

year, multiplying the B2-values by 50 or 60 gives B2-values for 50 or 60 years. No RSL was defined 

according to ISO 15686. 

 

MECHANICAL DESTRUCTION 

Ceramic tiles can be smashed mechanically, but no harmful damage on the environment is expected. 
 

REUSE PHASE 

After the demolition and deconstruction stage, ceramic tiles can be crushed and then used in a range of 

different applications, like concrete aggregates or road construction. 
 

DISPOSAL 

According to the /European Waste Catalogue/ (EWC) ceramic tiles waste belongs to the group 17 

“Construction and demolition wastes”, tiles and ceramic (code:17 01 03). 
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 5. LCA RESULTS 

 

The tables below show the results of the LCA (Life Cycle Assessment). Basic information on all declared modules can be found in chapter 3. 

You can convert the results per kg using the following conversion factor: 0.020 

 

ENVIRONMENTAL IMPACTS 

Parameter Unit A1 A2 A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

GWP - total [kg CO2 eq.] 4.75 1.17 10 1.28 3.81 0 0.0118 0 0 0 0 0 0.0169 0.0786 0.0465 0.118 -0.298 

GWP - fossil [kg CO2 eq.] 4.72 1.13 11 1.23 2.51 0 0.0089 0 0 0 0 0 0.0162 0.0751 0.0466 0.118 -0.295 

GWP - biogenic [kg CO2 eq.] 0.0295 0.0431 -0.974 0.0529 1.3 0 0.00285 0 0 0 0 0 0.00074 0.00343 -0.000482 0.00033 -0.00206 

GWP - luluc [kg CO2 eq.] 0.000792 6.49E-005 0.00126 7.51E-005 0.00108 0 1.34E-006 0 0 0 0 0 1.01E-006 4.79E-006 0.000357 0.000371 -0.000135 

ODP 
[kg CFC11-

eq.] 1.58E-011 3.33E-013 2.88E-012 1.44E-013 5.14E-012 0 4.19E-014 0 0 0 0 0 1.91E-015 9E-015 7.94E-014 3.04E-013 -2.24E-012 

AP 
[Mole of H+ 

eq.] 0.0148 0.00921 0.0134 0.00371 0.00477 0 1.55E-005 0 0 0 0 0 8.11E-005 0.000113 0.000248 0.000847 -0.000512 

EP - freshwater [kg P eq.] 4.64E-006 2.9E-007 2.49E-006 3E-007 9.35E-006 0 3.56E-006 0 0 0 0 0 3.9E-009 1.84E-008 1.62E-007 2.4E-007 -8.49E-007 

EP - marine [kg N eq.] 0.00268 0.00294 0.0034 0.001 0.00143 0 1.75E-005 0 0 0 0 0 3.85E-005 4.5E-005 0.000114 0.000219 -0.000165 

EP - terrestrial 
[Mole of  N -

eq.] 0.03 0.0324 0.0377 0.0111 0.0161 0 4.59E-005 0 0 0 0 0 0.000422 0.000496 0.00126 0.00241 -0.00178 

POCP 
[kg NMVOC 

eq.] 0.00916 0.00708 0.00955 0.00283 0.00358 0 1.94E-005 0 0 0 0 0 0.000109 0.000108 0.000308 0.00066 -0.000565 

ADPE [kg Sb eq.] 0.00187 1.44E-008 4.51E-008 1.52E-008 0.000124 0 3.96E-010 0 0 0 0 0 2E-010 9.43E-010 5.08E-008 5.52E-009 -2.19E-008 

ADPF [MJ] 235 16.2 12.9 17.7 25.3 0 0.198 0 0 0 0 0 0.232 1.09 0.934 1.59 -6.84 

WDP [m3] 0.355 0.00436 0.529 0.00294 0.174 0 0.00156 0 0 0 0 0 3.88E-005 0.000183 0.00923 0.0131 -0.0188 

 

Caption 

 GWP - total = global warming potential; GWP - fossil = global warming potential (fossil fuel only); GWP - biogenic = global warming potential (biogenic); GWP - luluc = global warmng potential (land use only); ODP = 
ozone depletion; AP = acidification terrestrial and freshwater; EP - freshwater = eutrophication potential (freshwater); EP - marine = eutrophication potential (marine); EP- terrestric = eutrophication potential 

(terrestrial); POCP = photochemical ozone formation; ADPE = abiotic depletion potential (element), ADPF = abiotic depletion potential (fossil) WDP = water scarcity.  
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Resource use indicators for 1m 2 of ceramic tile 

Parameter Unit A1 A2 A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

PERE [MJ] 9.28 0.161 9.16 
0.113 0 0 0.0242 0 0 0 0 0 0.0015 0.00706 0.0868 0.259 -1.33 

PERM [MJ] 0 0 0.474 
0 -0.474 0 0 0 0 0 0 0 0 0 0 0 0 

PERT [MJ] 9.28 0.161 9.63 
0.113 4.25 0 0.0242 0 0 0 0 0 0.0015 0.00706 0.0868 0.259 -1.33 

PENRE [MJ] 235 16.3 12.8 
17.8 25.5 0 0.198 0 0 0 0 0 0.233 1.1 0.936 1.59 -6.84 

PERNM [MJ] 0 0 0.17 
0 -0.17 0 0 0 0 0 0 0 0 0 0 0 0 

PENRT [MJ] 235 16.3 13 
17.8 25.3 0 0.198 0 0 0 0 0 0.233 1.1 0.936 1.59 -6.84 

SM [kg] 0.369 0 5.21 
0 0.362 0 0 0 0 0 0 0 0 0 0 0 18 

RSF [MJ] 0 0 0 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 

NRSF [MJ] 0 0 0 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 

FW [m3] 0.0128 0.000222 0.0138 
0.000132 0.00536 0 5.62E-005 0 0 0 0 0 1.74E-006 8.22E-006 0.000267 0.000402 -0.00129 

Caption 

PERE = Use of renewable primary energy excluding renewable primary energy resources used as raw materials; PERM = Use of renewable primary energy resources used as raw materials;  
PERT = Total use of renewable primary energy resources; PENRE = Use of non renewable primary energy excluding non renewable primary energy resources used as raw materials;  
PENRM = Use of non renewable primary energy resources used as raw materials; PENRT = Total use of non renewable primary energy resources; SM = Use of secondary material;  

RSF = Use of renewable secondary fuels; NRSF = Use of non-renewable secondary fuels; FW = Use of net fresh water  
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Wastes input/output flows for 1m2  

Parameter Unit A1 A2 A3 A4 A5 B1 B2 B3 B4 B5 B6 B7 C1 C2 C3 C4 D 

HWD [kg] 2.71E-007 5.89E-011 9.55E-010 3.39E-011 1.8E-008 0 1.03E-011 0 0 0 0 0 4.28E-013 2.02E-012 -2.42E-012 3.46E-011 -3.19E-010 

NHWD [kg] 0.327 0.00166 1.34 0.00177 1.62 0 0.00604 0 0 0 0 0 2.32E-005 0.000109 0.000246 7.96 -0.753 

RWD [kg] 0.00103 9.82E-005 0.000217 2.93E-005 0.000316 0 4.49E-006 0 0 0 0 0 3.88E-007 1.83E-006 1.26E-005 1.81E-005 -0.000256 

CRU [kg] 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 0 

MFR [kg] 0 0 0.0151 0 0.0599 0 0 0 0 0 0 0 0 0 18.5 0 0 

MER [kg] 0 0 0 0 0.221 0 0 0 0 0 0 0 0 0 0 0 0 

EEE [MJ] 0 0 0 
0 0.655 0 0 0 0 0 0 0 0 0 0 0 0 

EET [MJ] 0 0 0 
0 1.02 0 0 0 0 0 0 0 0 0 0 0 0 

Caption 
HWD = Hazardous waste disposed; NHWD = Non-hazardous waste disposed; RWD = Radioactive waste disposed; CRU = Components for re-use; MFR = Materials for recycling;  

MER = Materials for energy recovery; EEE = Exported electrical energy; EET = Exported thermal energy 

 
 

 

Biogenic carbon content of product and packaging for 1m 2 

of ceramic tile 

Parameter Value Unit 

Biog. C in packaging [kg] 0.0126 

Biog. C in product [kg] 0 

Caption 

Biog. C in packaging = Biogenic carbon content in 
packaging; Biog. C in product = Biogenic carbon 
content in product 
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Additional indicators (PM, IR, ETF- fw , HTP-c, HTP- nc and SQP) have been calculated and can only be seen in the / Background Report /. 

Disclaimer for EN 15804+A2: additional indicators 

 

 

 

(1) Potential Human exposure efficiency relative to U235 (IRP): This impact category deals mainly with the possible impact of low dose ionizing radiation on 

human health of the nuclear fuel cycle. It does not consider effects due to possible nuclear accidents, occupational exposure nor due to radioactive waste 

disposal in underground facilities. Potential ionizing radiation from the soil, from radon and from some construction materials is also not measured by this 

indicator. 

(2) The results of the environmental impact indicator: ADP, WDP, ETP- fw , HTP-c, HTP -nc , SQP shall be used with care as the uncertainties on these results are 

high or as there is limited experience with the indicator. 
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6. CALCULATION RULES 
 

REFERENCE FLOW: 

 

 

 

 

 

 

 

 

ASSUMPTIONS: 

The modules from A5 to C4 are scenarios based on average data included into the PCR created by the 

“European Ceramic Tile Manufacturers Federation” /CET PCR 2014/ and subsequently implemented in 

the PCRb of the IBU program operator "Ceramic tiles and panels". 

 

CUT-OFF CRITERIA: 

All known inputs and outputs were considered. 

 

DATA QUALITY: 

The period of validity of background data from Sphera database is between 2019 and 2023. Most of the 

information (energy and water consumption, pollutant emissions, atomized dust, and ceramic production) 

are measured or calculated directly at the company level and declared in the Italian IPPC document called 

AIA, which is specific and is verified for each plant involved in this study. Carbon dioxide emissions (related 

to carbonate oxidation) are collected through ETS (emissions trading system) reporting. 

Detailed data were obtained not only for raw material mixtures (collected with company-specific primary 

data) but also for dyes, frits and other raw materials used. 

The overall quality of the data can be considered satisfactory. 
 

PERIOD UNDER REVIEW: 

The primary data collected in the study refer to 2023. 

 

ALLOCATION: 

Energy and material supplies have been allocated to the product based on annually produced mass of 

ceramic tiles. No further allocations have been applied within the subsequent module. 

 

Moreover, some ceramic wastes are internally recycled; credits from energy recovery of packaging 

materials from the end-of-life of the product are taken into account. 

 

VARIABILITY ANALYSIS: 

The average EPD covers the thicknesses of ceramic tiles produced by Ceramiche CCV Castelvetro that 

fall within the min-max range. All products considered in the EPD fall within an impact variation of ±10% 

for the following indicators: 

 

• Climate Change - total 

• Acidification 

• Photochemical ozone formation, human health 

• Resource use, minerals and metals 

• Resource use, fossils 

• Total use of renewable primary energy resources (PERT) 

• Total use of non-renewable primary energy resources (PENRT) 

 

7. SCENARIOS 

Name Value Unit 

Declares unit 1 m 2 

Grammar 22.5 kg/m 2 

Conversion factor to 1 kg 0.044 - 
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The following technical information about declared modules and related scenarios is based on average 

data, according to the “European Ceramic Tile Manufacturers Federation” and and subsequently 

implemented in the PCRb of the IBU program operator "Ceramic tiles and panels". 

 

Transport (A4): 

The LCA practitioner should justify the transportation scenario used (if different from the default 

scenario). For transport distances of less than 300 km, trucks shall be assumed to make the return trip 

empty, whereas for distances exceeding 300 km, they will return full with other goods, so that the return 

trip is not included in the inventory of the system analyzed. 

 

Name Quantity Unit 

Truck with domestic destination having a 

capacity of 27 tons (20.5% of tiles sold) 300 km 

Truck with European destination having a 

capacity of 27 tons (48.5% of tiles sold) 1390 km 

Transoceanic transport shipment (31% of tiles 

sold) 
6520 km 

 

Installation into the building (A5): 

Three options are defined for the installation phase, in which different materials can be used. 

• Option 1: adhesives, mortar and water; 

• Option 2: mortar and polysulphide dispersion adhesives; 

• Option 3: cement adhesives (different quantities for different tile sizes). 

  

These considerations are based on average data provided by different ceramic tile manufacturers in 

Europe. In this EPD it is assumed that tiles are installed with cementitious adhesive (Option 3). 

 

Option 3 (large format tiles) Quantity Unit 

Cement adhesives 6 kg 

 

For the treatment of packaging waste, an average European scenario is used, taken from "Eurostat, 

2020"; thus end-of-life consists of recycling, energy recovery and landfill for plastic and paper, and reuse, 

energy recovery and landfill for wood. 

The loss of ceramic material considered is 6.5%. 
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Maintenance (B2): 

Only stage B2, the maintenance phase, is considered in terms of impact generation. Throughout its 

lifetime, the ceramic cladding product must be cleaned regularly, to a greater or lesser extent, depending 

on the type of building (residential, commercial, etc.) in which it is installed. If the surface is dirty or greasy, 

cleaning agents such as detergents or bleach can be added. In this way, the consumption of water and 

disinfectant chemicals has been taken into account. 

 

Name Value Unit 

Water consumption 0.1 the 

Detergent 0.2 ml 

Floor tile maintenance cycle 52 Number/LS 

Wall tile Maintenance cycle 4 Number/LS 

 

End-of-life (C1-C4): 

C1: This module considers the demolition phase considering an excavator (100kW) with a consumption 

of diesel of 1.72E-4 per kg of product and all the emissions associated with the fuel burning process. 

C2: The ceramic tile demolition waste is transported from the building site to a container or treatment 

plant by truck and an average distance of 20 km is considered. The return trip shall be included in the 

system. It can be considered an average distance of 30 km from the container or treatment plant to final 

destination. 

C3-C4: the table below shows the end-of-life stage. 

 

Name Value Unit 

Recycling percentage (C3) 70 % 

Landfill percentage (C4) 30 % 

 

Benefits and loads beyond the product system boundary (D): 

Module D includes credits from materials recycling of products and packaging, energy credits from 

thermal recovery of the packaging. 
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8. ENVIRONMENT AND HEALTH DURING USE 
 

Ceramics are inherently inert, chemically stable, and therefore do not emit pollutants or 

substances hazardous to the environment or health during the use phase, such as: VOCs and 

Radon 

 

9. OTHER ADDITIONAL ENVIROMENTAL INFORMATION 
10.  

Requirement Parameter Declared 
Value 

Unit of 
Measurement 

Test 
Method 

Water 
consumption and 

use 

Fresh water consumption ( Cwp 
-a) in production 

0 l/kg 
AIA 

STATEMENT 
2023 

Wastewater recycling rate 
Production >100 

% 
AIA 

STATEMENT 
2023 

Emissions into the 
air   ( the declared 

values are based on AIA 
report referring to the 

year 2023) 

Cold Emission Particulate 
Matter (Dust) 

≤1 g/m2 
AIA 

STATEMENT 
2023 

Cooking particulate matter 
(dust) 

≤1 g/m2 
AIA 

STATEMENT 
2023 

Cooking Fluoride (HF) 
≤1 g/m2 

AIA 
STATEMENT 

2023 

Emissions into 
water   ( the declared 

values are based on AIA 
report referring to the 

year 2023) 

Emissions of suspended solids 
in water 0 Mg/l  

AIA 
STATEMENT 

2023 

Cd emissions in water 0 

Mg/l AIA 
STATEMENT 

2023 

Cr( VI) emissions in water 0 

Mg/l AIA 
STATEMENT 

2023 

Pb emissions in water 0 

Mg/l AIA 
STATEMENT 

2023 

Waste recovery 
Total waste generated by 

production processes¹ 
≥85 % (N WEIGHT) 

AIA 
STATEMENT 

2023 

1) not including maintenance waste, organic waste and urban waste generated by auxiliary 
and administrative activities. ( DIR.75/442/EEC) 
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9 OTHER ADDITIONAL ENVIROMENTAL INFORMATION 
In accordance with the criteria of Decision EU/2021/476 concerning the environment and health 

protection, Ceramiche CCV Castelvetro would like to state the following: 

1.1 Mining of industrial and construction minerals: 

Ceramiche CCV Castelvetro requires strict compliance with environmental and public health regulations, 

respect and restoration of soil from its raw material suppliers.  

The company may ask its suppliers for documentary evidence such as: authorisation to use the quarry, 

location map of the extraction site. 

1.2 Restricted substances                                                                                                                                                               

Raw materials supplied to Ceramiche CCV Castelvetro by its suppliers contain no highly hazardous 

chemicals (SVHC) which included in the candidate list in accordance with the article 59 of regulation 

(EC) n°1907/2006 in concentration above 0,1%(w/w). 

1.3 VOC emissions                                                                                                                                                     

Ceramic tiles are deemed inherently inorganic and with no harmfull emissions 

1.4. Suitability for use 

Tiles produced and marketed by Ceramiche CCV Castelvetro comply with the technical standard EN 

14411 (and annexes) on finished product testing to ensure durability and continued compliance with 

intended use 

1.5. Information for users. 

All information regarding the use of Ceramiche CCV Castelvetro products (laying and cleaning advice, 

technical information, etc.) can be easily found on the finished product packaging, in the printed 

catalogue, on the website www.castelvetro.it or by contacting the sales offices directly.   

4.1. Fuel consumption for drying and combustion processes 

The energy consumed for drying and cooking does not exceed the levels shown in table.  

You may also refer to the AIA declaration present as an annex in the construction phase of this 

document. 

Requirements Parameter Declared 

value 

U.M. Mandatory 

limit 

Fuel 

consumption 
Powder Spray Drying < 1,30 MJ/kg 1,8 

 

4.2 Co2 emissions 

The specific CO2 emission associated with the combustion of fuel and the emission during drying and 

baking from the raw materials must not exceed the limits in Table. 

Requirements Parameter 
Declared 

value 
U.M. 

Mandatory 

limit 

CO2 emissions  Spray Drying <54 kgCO2/t 84 

CO2 emissions  Drying and Firing  <360 kgCO2/t 360 

 

4.3 Process water consumption 

Ceramiche CCV Castelvetro does not use fresh water from aqueducts for the body preparation process 

and the rest of the production cycle. This water is only used for secondary activities in places such as 

changing rooms, toilets, showers, offices. 

 

 

 

 



 

19 
 

 
 
 

4.4. Emissions of dust, HF, NOx and SOx to air 

HF and NoX emissions into the air do not exceed the values reported in table. 

Requirements Parameter Declared 

value 

U.M. Mandatory 

limit 

Emissions to air  
Particulate matter (dust) 

from spray drying emissions 
<90 mg/kg 90 

Emissions to air  
Particulate matter (dust) 

from firing emissions 
<50 mg/kg 50 

Emissions to air  HF from Firing <20 mg/kg 20 

Emissions to air  NOx from Firing <250 mg/kg 250 

Emissions to air  SOx from Firing <1300 mg/kg 1300 

 

4.5 Waste Water Management  

All wastewater produced by the internal processing cycles of Ceramiche CCV Castelvetro is recovered 

and reintroduced into the production cycle. 

Furthermore, Ceramiche CCV Castelvetro uses recycled water from third parties. 

4.6. Reuse of process waste 

More than 90% of solid waste from production processes is reintroduced into the processes 

themselves. 
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